Bridges are an important component of transportation. Flutter is a self-excited, large amplitude vibration, which may lead to collapse of bridges. It must be understood and avoided. This paper takes the Jianghai Channel Bridge, which is a significant part of the Hong Kong-Zhuhai-Macao Bridge, as an example to investigate the flutter of the bridge deck. Firstly, aerodynamic force models for flutter of bridges were introduced. Then, wind tunnel tests of the bridge deck during the construction and the operation stages, under different wind attack angles and wind velocities, were carried out using a high frequency base balance (HFBB) system and laser displacement sensors. From the tests, the static aerodynamic forces and flutter derivatives of the bridge deck were observed. Correspondingly, the critical flutter wind speeds of the bridge deck were determined based on the derivatives, and they are compared with the directly measured flutter speeds. Results show that the observed derivatives are reasonable and applicable. Furthermore, the critical wind speeds in the operation stage is smaller than those in the construction stage. Besides, the flutter instabilities of the bridge in the construction and the operation stages are good. This study helps guarantee the design and the construction of the Jianghai Channel Bridge, and advances the understanding of flutter of long afterbody bridge decks.
Introduction
With the ever-growing span-length of bridges, the action of wind on the long-span bridges becomes more important than before. Wind tunnel test is widely accepted to evaluate the action of wind on structures [1, 2] . The aerodynamic instability of bridges is primarily concerned in the design of long-span bridges, especially for those located in regions prone to be affected by wind [3] . Flutter is one of the aerodynamic instabilities, which is a phenomenon of self-excited vibration. It takes place when a structure is exposed to wind velocities above a certain critical value which can be evaluated experimentally or theoretically [4] . Above the critical value, flutter may cause a structure to oscillate continuously with increasing amplitude until the structure collapses. Therefore, flutter must be studied and avoided during the construction and the operation stages of a structure [5] .
Aerodynamic Force Model
Based on the potential energy principle proposed by Theodorson [19] , the differential equations governing the motion of a bridge deck model under the action of wind can be directly given as follows: where m and I are the model mass and mass inertia moment per unit length, respectively; and ζ h , ζ α , and ζ p are the mechanical damping ratios in bending, torsion and swaying, respectively. Correspondingly, ω h , ω α , and ω p are the natural frequencies; and L se , M se , and P se are the aerodynamic self-exited forces and moments. The aerodynamic self-excited forces and moments can be directly given by [20] L 
where K is reduced frequency, which is defined as K = Bω/U; ρ is air density; B is the width of the sectional bridge deck model; U is the mean velocity of the coming wind; and H * i , A * i , P * i (i = 1, ..., 6) are the flutter derivations of the deck model.
An optimization model involving twin undetermined parameters for determining the critical flutter wind speeds of the deck model proposed by Xu et al. [21] , is briefly introduced as follows. 
Substituting Equations (3) and (4) into Equations (1) and (2) 
(5b)
Equation (5) can be simplified as
where After determination of flutter derivatives, using a searching critical flutter wind speed method [18, 21] , the critical flutter wind speed of the deck model can be determined. It should be noted that, usually, the flutter of a long-span bridge in swaying is slight, and therefore only flutter derivatives in bending and torsion are concerned [17, 18] .
Wind Tunnel Test
Wind tunnel tests were performed to determine flutter derivatives and corresponding critical wind speeds of the bridge deck of the Jianghai Channel Bridge. Static wind loads which can be utilized for evaluating the performance of the bridge were also observed.
Bridge Overview
The Hong Kong-Zhuhai-Macao Bridge is an important connection of Hong Kong, Zhuhai and Macao. The total length of the bridge is 29.6 km. It is located at the tropical monsoon climate region of the South Asia, which is frequently affected by disastrous weather and strong wind. Figure 1 ). The bridge tower is designed as "Dolphin" exterior and constructed with steel. Its height is 113.756 m. Due to the irregular geometrical configuration of the bridge (i.e., long afterbody), wind action on the bridge during the construction and the operation stages should be well acquired.
After determination of flutter derivatives, using a searching critical flutter wind speed method [18, 21] , the critical flutter wind speed of the deck model can be determined. It should be noted that, usually, the flutter of a long-span bridge in swaying is slight, and therefore only flutter derivatives in bending and torsion are concerned [17, 18] .
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The Hong Kong-Zhuhai-Macao Bridge is an important connection of Hong Kong, Zhuhai and Macao. The total length of the bridge is 29.6 km. It is located at the tropical monsoon climate region of the South Asia, which is frequently affected by disastrous weather and strong wind. The Jianghai Channel Bridge (Figure 1 
Static Force Measurement
The wind tunnel test for the static force measurement of the bridge deck was carried out in the high wind speed test section of the XNJD-1 wind tunnel at the Southwest Jiaotong University in Chengdu, China. The maximum wind speed is 45 m/s and the minimum is 0.5 m/s. The wind profile is determined from the on-site measured parameters and it is directly given as 
The wind tunnel test for the static force measurement of the bridge deck was carried out in the high wind speed test section of the XNJD-1 wind tunnel at the Southwest Jiaotong University in Chengdu, China. The maximum wind speed is 45 m/s and the minimum is 0.5 m/s. The wind profile is determined from the on-site measured parameters and it is directly given as U Z /U 10 = (Z/10) 0.098 .
Two bridge deck models, which are used for simulating the bridge decks during the construction and the operation stages, were tested ( Figure 2 ). During the operation stage, accessories were installed The wind tunnel test for the static force measurement of the bridge deck was carried out in the high wind speed test section of the XNJD-1 wind tunnel at the Southwest Jiaotong University in Chengdu, China. The maximum wind speed is 45 m/s and the minimum is 0.5 m/s. The wind profile is determined from the on-site measured parameters and it is directly given as
Two bridge deck models, which are used for simulating the bridge decks during the construction and the operation stages, were tested ( Figure 2 ). During the operation stage, accessories were installed on the bridge deck (i.e., crash barrier, hand banister, etc.), but not during the construction stage. The dimensions of the bridge decks in both stages are the same: 69. To evaluate wind loads of structures, a synchronous multi-pressure sensing system (SMPSS) or a high frequency base balance (HFBB) system can be utilized. In the SMPSS test, the wind loads are evaluated from the observed pressures [22] . In the HFBB test, the base force in different wind directions can be directly observed. In this study, the drag, lift and moment force coefficients were observed by using test HFBB test. The design loads of the balance are 50 kgf, 120 kgf and 12 kgf in drag, lift and motion directions, respectively. The test wind speed is fixed at 18 m/s. The wind attack angle  (Figure 3 To evaluate wind loads of structures, a synchronous multi-pressure sensing system (SMPSS) or a high frequency base balance (HFBB) system can be utilized. In the SMPSS test, the wind loads are evaluated from the observed pressures [22] . In the HFBB test, the base force in different wind directions can be directly observed. In this study, the drag, lift and moment force coefficients were observed by using test HFBB test. The design loads of the balance are 50 kgf, 120 kgf and 12 kgf in drag, lift and motion directions, respectively. The test wind speed is fixed at 18 m/s. The wind attack angle α ( 
Flutter Derivatives Test
To obtain flutter derivatives and evaluate the flutter of the bridge deck, free vibration wind tunnel tests were performed in the same wind tunnel. In order to obtain the flutter derivatives of the models at high reduced wind speeds, the mass of the models was adjusted to a high level, 18.7 kg. Then, the flutter derivatives of the models under different wind attack angles       ) were observed. Using the derivatives, the critical flutter wind speeds can be determined.
Aeroelastic Test for Flutter Measurement
Another way to evaluate the flutter of the bridge deck is aeroelastic test. From the test, the critical wind speeds of the bridge deck can be directly measured. The test was performed in the same wind tunnel. The wind profile and the dimensions of the models were also the same with that in Section 3.1 ( Figure 4) . 
Flutter Derivatives Test
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Aeroelastic Test for Flutter Measurement
Another way to evaluate the flutter of the bridge deck is aeroelastic test. From the test, the critical wind speeds of the bridge deck can be directly measured. The test was performed in the same wind tunnel. The wind profile and the dimensions of the models were also the same with that in Section 3.1 ( Figure 4 ). The models were suspended on supports by eight springs (Figure 4) , and the models could vibrate in vertical and torsional directions under the action of wind. In the test, the ratios of the dynamic parameters (i.e., mass, frequency, and damping ratio) of the models should be consistent with the prototype (Table 1) . From Table 1 , the maximum difference between the simulated value and required value was 6.1%, and others were within 1%. This suggests that the tests were well simulated and could be performed for evaluating the flutter of the prototype. 
Flutter Derivatives Test
To obtain flutter derivatives and evaluate the flutter of the bridge deck, free vibration wind tunnel tests were performed in the same wind tunnel. In order to obtain the flutter derivatives of the models at high reduced wind speeds, the mass of the models was adjusted to a high level, 18.7 kg. Then, the flutter derivatives of the models under different wind attack angles (α = +5 o , +3 o , 0 o , −3 o , −5 o ) were observed. Using the derivatives, the critical flutter wind speeds can be determined.
Aeroelastic Test for Flutter Measurement
Another way to evaluate the flutter of the bridge deck is aeroelastic test. From the test, the critical wind speeds of the bridge deck can be directly measured. The test was performed in the same wind tunnel. The wind profile and the dimensions of the models were also the same with that in Section 3.1 (Figure 4) .
The models were suspended on supports by eight springs (Figure 4) , and the models could vibrate in vertical and torsional directions under the action of wind. In the test, the ratios of the dynamic parameters (i.e., mass, frequency, and damping ratio) of the models should be consistent with the prototype (Table 1) . From Table 1 , the maximum difference between the simulated value and required value was 6.1%, and others were within 1%. This suggests that the tests were well simulated and could be performed for evaluating the flutter of the prototype. [24] , etc. In this study, responses of the models under different wind attack angles (α = +5 o , +3 o , 0 o , −3 o , −5 o ) were observed using laser displacement sensors (Micro-Epsilon optoNCDT1401, Micro-Epsilon, Ortenburg, Germany), which are installed below the models (Figure 3 ).
Result and Discussion

Aerodynamic Force
The static wind force of the bridge deck is important for evaluation wind actions on the bridge, and it can be utilized to evaluate aeroelastic performance of the deck. The expressions of drag, lift and moment force coefficients (Figure 3 ) of the test models are given by
where C H , C V and C M denote drag, lift and lift-moment force coefficients in wind coordinate axis ( Figure 3) ; D, B, L are the depth (height), width and length of the test models. From the static measurement (Section 3.2), the drag, lift and moment force coefficients of the test models during the construction and the operation stages are observed and are shown in Figures 5-7 . Figures 5-7 show that the trends of the test models in the operation and the construction stages are in close agreement, though the magnitudes are different. The differences are induced by the effect of the accessories in the operation stage. Furthermore, Figure 5 shows that the drag force in the operation stage are larger than that in the construction stage and the maximum value occurs when the wind attack angle is 12  . As is known, lift and moment forces are usually much more complicated and unfavorable in the cross-wind and the torsional directions than the drag force in the along-wind directions. In the cross-wind and torsional directions, the forces may be affected by turbulence, wake Figures 5-7 show that the trends of the test models in the operation and the construction stages are in close agreement, though the magnitudes are different. The differences are induced by the effect of the accessories in the operation stage. Furthermore, Figure 5 shows that the drag force in the operation stage are larger than that in the construction stage and the maximum value occurs when the wind attack angle is 12  . As is known, lift and moment forces are usually much more complicated and unfavorable in the cross-wind and the torsional directions than the drag force in the along-wind directions. In the cross-wind and torsional directions, the forces may be affected by turbulence, wake Figures 5-7 show that the trends of the test models in the operation and the construction stages are in close agreement, though the magnitudes are different. The differences are induced by the effect of the accessories in the operation stage. Furthermore, Figure 5 shows that the drag force in the operation stage are larger than that in the construction stage and the maximum value occurs when the wind attack angle is 12 • . As is known, lift and moment forces are usually much more complicated and unfavorable in the cross-wind and the torsional directions than the drag force in the along-wind directions. In the cross-wind and torsional directions, the forces may be affected by turbulence, wake excitation as well as fluid-structure interaction [25, 26] . Figures 6 and 7 show that, in the cross-wind and torsional directions, peaks occur at the wind attack angles of around 3 • . Furthermore, in the directions, the force of the test model in the construction stage is larger than that in the operation stage at a specific wind attack angle range (−12 • to 6 • ) and beyond this range, the force is smaller. Besides, the magnitudes of the lift and moment forces are negative and altered to be positive at the wind attack angle around 0 • and they are asymmetric at symmetric wind attack angle range.
The aerodynamic forces help understand the action of wind on the bridge decks and help evaluate the aeroelastic performance of the decks (i.e., buffeting, vortex-induced vibration and flutter). The results also affirm that the wind attack angles, α = +5 • , +3 • , 0 • , −3 • , −5 • , are enough for flutter derivative and aeroelastic flutter measurements.
Flutter Derivatives
As mentioned, the derivatives in swaying are unimportant for the bridge deck models, and only derivatives in bending and torsion are concerned. Therefore, From the wind tunnel test (Section 3.3), the flutter derivatives of the test models during the operation and the construction stages were identified (Figures 8 and 9 (Figure 9) . However, the magnitudes during the operation and the construction stages are different. This may be ascribed to the effect of accessories, which alter the inherent characteristics of the bridge decks. Figures 8 and 9 also show that, in some cases (i.e., α= 0 • ), A * 1 , A * 2 and H * 1 , H * 2 changes from positive to negative. This suggests that the aerodynamic damping is negative, which may induce in aerodynamic instability of test models (i.e., flutter). Besides, the flutter derivatives are varied from different wind attack angles and wind velocities. However, the trend is in close with agreement with each other though there are some deviations at isolated points. The maximum one tends to occur under the action of wind with 0 • . The values of A * 2 , A * 3 have been proven to be small and very sensitive to noises. It seems that A * 2 itself is unimportant and negligible.
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(a) (b) , H H are amplitude-dependent terms, which relate to the aerodynamic stiffness terms in the For comparison, the flutter derivatives of the test models during the operation and the construction stages at a fixed wind attack angle (α= 5 • is selected) were compared, as shown in Figures 10 and 11, respectively. results are partially consistent with previous studies [3, 13, 27] , in which 4 A and 4 H were not contained in flutter derivative identifications. Similar trends have been found in the construction stage ( Figure 11) . The above results advance the understanding of the flutter derivatives of the bridge decks in the operation and the construction stages, which help to evaluate the flutter instability of the bridge decks with figuring out the critical flutter wind speeds. 
Critical Flutter Wind Speed
The critical flutter wind speeds of the test models were determined in two ways: (1) directly measured from the aeroelastic test (Section 3.4); and (2) calculated from the observed flutter derivatives based on the method illustrated in Section 2. The critical flutter wind speeds of the test models obtained from the two ways are listed in Table 2 . It should be noted that, in Table 2 , the critical flutter wind speeds of the test models have been transferred to the corresponding prototypes for convenient comparison. The allowable value is determined based on the Wind-Resistant Design Specification for Highway Bridges [28] . In addition, in Table 2 , some directly measured critical wind speeds are given as a range instead of a specific value. This is because, during the aeroelastic test, the measured critical wind speed is much larger than the allowable value, and the bridge is not prone to flutter under the action of wind. Therefore, it is not necessary to test at a large wind speed. In Figures 10 and 11 , A * 1 , A * 3 and H * 1 , H * 3 are more sensitive to the wind speed than the other derivatives, and the contribution to the aerodynamic force are significant. Furthermore, A * 1 is negative and A * 3 is positive under all wind velocities, and the magnitude of A * 1 is larger than that of A * 3 . Both H * 1 and H * 3 are negative and tend to decrease with increasing wind velocities. Besides, Figure 10 shows that A * 2 , A * 4 and H * 2 , H * 4 are small and tend to be constant with increasing wind velocity. It seems that, in this case (the bridge deck in operation stage), the contribution of the flutter derivatives A * 4 and H * 4 , which are related to aerodynamic stiffness terms, may be negligible. The results are partially consistent with previous studies [3, 13, 27] , in which A * 4 and H * 4 were not contained in flutter derivative identifications. Similar trends have been found in the construction stage ( Figure 11) .
The above results advance the understanding of the flutter derivatives of the bridge decks in the operation and the construction stages, which help to evaluate the flutter instability of the bridge decks with figuring out the critical flutter wind speeds.
The critical flutter wind speeds of the test models were determined in two ways: (1) directly measured from the aeroelastic test (Section 3.4); and (2) calculated from the observed flutter derivatives based on the method illustrated in Section 2. The critical flutter wind speeds of the test models obtained from the two ways are listed in Table 2 . It should be noted that, in Table 2 , the critical flutter wind speeds of the test models have been transferred to the corresponding prototypes for convenient comparison. The allowable value is determined based on the Wind-Resistant Design Specification for Highway Bridges [28] . In addition, in Table 2 , some directly measured critical wind speeds are given as a range instead of a specific value. This is because, during the aeroelastic test, the measured critical wind speed is much larger than the allowable value, and the bridge is not prone to flutter under the action of wind. Therefore, it is not necessary to test at a large wind speed. In Table 2 , the identified critical wind speeds of the test model in the operation stage under the wind attack angles of +5 • and +3 • are close to the directly measure values, and the differences are within 10%. This suggests that the critical wind speeds determined from the observed flutter derivatives are acceptable, and the derivatives are reasonable. Furthermore, the critical wind speeds in the operation stage is smaller than those in the construction stage. This indicates that the bridge deck in the operation stage is unfavorable, which may be ascribed to the effect of accessories. Besides, the minimum critical wind speed has been proven to occur at the wind attack angle of +5 • and it is the most unfavorable wind attack angle. In addition, no matter the directly measured or identified wind speeds in the construction and the operation stages are much larger than the corresponding allowable values. It means that the bridge decks have good stability under the action of wind and flutters of the decks are not prone to occur.
Concluding Remarks
In this study, flutter of the Qingzhou Channel Bridge, which is an important component of the Hong Kong-Zhuhai-Macau Bridge was investigated based on wind tunnel measurements. The aerodynamic forces, flutter derivatives and flutters of the bridge decks during the construction and the operation stages were measured experimentally. Then, the results of the flutter derivatives of were discussed. From the derivatives, the critical flutter wind speeds of the bridge decks were calculated and compared with the directly measured flutters. The main conclusions are listed below.
(1) The aerodynamic forces of the test models during the operation stage and the construction stage are different. This is ascribed to the effect of accessories installed in the operation stage.
The maximum lift and moment force occurs at the wind attack angle of around 3 • . (2) The critical wind speeds determined from the observed flutter derivative measurements are acceptable. This suggests that the observed derivatives are reasonable and the calculating method for the critical flutter wind speeds (in Section 2) is applicable. (3) The critical wind speeds in the operation stage is smaller than those in the construction stage, which suggests that the flutter of the bridge deck in the operation stage is prone to occur. This could be ascribed to the effect of accessories in the operation stage. (4) The directly measured or identified wind speeds in the construction and the operation stages are much larger than the corresponding allowable values, which suggests that the flutter instability of the bridge is good.
